






https://drive.google.com/file/d/1ya48YBkbSKn4j4gvCvAi3ub2qmb3-rTY/view?usp=sharing

The video of the classroom is available in the below drive url:
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Ceiling Tile microphone (Tile size : 2 ' X 2 ')
by Vendor

RED: The vendor has to arrange the supply, installation and  commissioning 

BLACK : Existing components

Notes:

1. The removabele tiles (2 X 2') are fixed in front of the screens through which the cable laying can be done.

2. If the installation cause any damage in the gypsum false ceiling, then the same has to be corrected  by the vendor

3. The vendor has to install the ceiling microphone at the required height for maximun performance (voice capture).

4.The conduits are already available on the floor (2.8 Mtrs) and the wall (3.8 Mtrs) through which the cable has to be laid and the condiuts are required only at the ceiling (Approximate length : 5 Meters)

5. Please note the following points for reference:
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False Ceiling Types:
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BLOCK SCHEMATICS OF  SOUND REINFORCEMENT & PRESENTATION SYSTEM FOR 80 SEATER (Existing and New)

CH-1

CH-2

CH-1

CH-2

2# TWO-WAY MOUNT
SPEAKERS

2# TWO-WAY MOUNT
SPEAKERSAMPLIFIER

AMPLIFIER

01# GOOSENECK MIC

CONTROL ROOM

Computer  # 1

HDMI Cable from Podium wall plate  
to Faculty table

Two monitors have to 

be mounted on this table 

Faculty table

USB Cable to the Ceiling Microphone (Approximate length : 12 meters)

RED: The points mentioned in RED color have to be supplied / installed by the vednor

BLACK: The Components mentioned in BLACK color ( includes the details shown inside the top box 

and inside the podium ) are already installed by IIM Trichy.

Podium

Camera and mounting stand have to be installed behind  this table. Camera 

should be connected with the computer installed in the student table

Students table (first row)

Computer  # 2

Camera and mounting stand have to be installed behind  this table. Camera should 

be connected with the computer installed in the student table (Approximate length : 

3 to 5 Meters depending on the positioning of camera)

AV Componets in 
the control room

1. Zoom will be connected from both computer #1 and computer # 2 simultaneously .

Notes:

2. The video input  will be feeded from Computer # 2 (Student table- first row) wherein Camera is
connected.

3. The audio (speaker and Microphones) have to be feeded from the Computer # 1 (Faculty table).

4. Note the following for reference:

Annexure-I
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2 x 5/15 A UPS Power
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with Ceiling mount Kit
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2 pairs x Wall mount speakers
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Hanging microphone  by Vendor 
(This wont be applicable if the vendor provides table top 

speakerphones)

RED: The vendor has to arrange the supply, installation and  commissioning 

BLACK : Existing components / arrangements

Notes:

1. The removabele tiles (2 X 2') are fixed in front of the screens through which the cable laying can be done.

2. If the installation cause any damage in the gypsum false ceiling, then the same has to be corrected  by the vendor

3. The vendor has to install the hanging microphone at the required height for maximun performance (voice capture). In case of speaker microphones, the same have to be installed on floor stands at suitable position/location for maximum coverage.

4. For the installation of hanging mics, the conduits (1" dia) are already available on the floor (2.8 Mtrs) and the wall (3.8 Mtrs) through which the cables may be laid and the new condiuts are required only at the ceiling (Approximate length : 5 Meters)

5. Please note the following points for reference:

Ceiling Tiles

Gypsum False ceiling

Gypsum False ceiling

False Ceiling Types:
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BLOCK SCHEMATICS OF  SOUND REINFORCEMENT & PRESENTATION SYSTEM FOR 50 SEATER (Existing and New)

CH-1

CH-2

CH-1

CH-2

2# TWO-WAY MOUNT
SPEAKERS

2# TWO-WAY MOUNT
SPEAKERSAMPLIFIER

AMPLIFIER

01# GOOSENECK MIC

CONTROL ROOM

Computer  # 1

HDMI Cable from Podium wall plate  
to Faculty table

Two monitors have to be 

mounted on this table 

USB Cable to the hanging Microphone (Approximate length : 12 meters). 

RED: The points mentioned in RED color have to be supplied / installed by the vendor

BLACK: The Components mentioned in BLACK color ( includes the details shown inside the top 

box and inside the podium ) are already installed by IIM Trichy.

Podium

Camera and mounting stand have to be installed behind  this table. Camera 

should be connected with the computer installed in the student table

Students table (first row)

Computer  # 2

Camera and mounting stand have to be installed behind  this table. Camera should 

be connected with the computer installed in the student table (Approximate length : 

3 to 5 Meters depending on the positioning of camera)

AV Componets in 
the control room

1. Zoom will be connected from both computer #1 and computer # 2 simultaneously .

Notes:

2. The video input  will be feeded from Computer # 2 (Student table- first row) wherein Camera is
connected.

3. The audio (Speaker and Microphones) have to be feeded from the Computer # 1 (Faculty table).

4. Note the following to know the scope of work of the vendors:

In case of  table top Speakerphones, the same have to be installed at both sides of the faculty table and the cable length from 
the computer to the first speakerphone should be 5 meters and the cable length from one speakerphone to the extension 
speakerphone should be 10 meters approximately. Two height adjustable floor stands/tripods to place the speakerphones (2 
Nos) at suitable locations should be provided by the vendor for the table top mics (wooden/steel/custom made /ready made).

Faculty table
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